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major devices such as vaporizers, carburetors, relief valves, excess flow
valves, regulators etc., and interconnecting piping.
BASIC RULES
B.I. Odorizing Gases.
(a) All liquefied petroleum gases shall be effectively odorized by an
approved agent of such character as to indicate positively, by a distinc-
tive odor, the presence of gas down to concentration in air of not over
one-fifth the lower limit of combustibility; provided, however, that odor-
ization is not required if harmful in the use or further processing of the
liquefied petroleum gas, or if odorization will serve no useful purpose
as a warning agent in such use or further processing.
NoTz: The lower limits of combustibility of the more commonly used liquefied petroleum
gases are: Propane, 2.15 per cent; Butane, 1.55 per cent These figures represent volumetric
percentages of jas in a gas-air mixture in each case.
B.2. Approval of Equipment and Systems.
(a) Each system for domestic and/or commercial use utilizing con-
tainers of 1,200 gallons or less water capacity shall be:
(1) Tested and listed by Underwriters' Laboratories, Inc., or,
(2)" Tested and listed by a nationally recognized testing laboratory, or,
(3) Inspected and approved by the enforcing authority having juris-
diction.
(b) In systems utilizing containers of over 1,200 gallons water capacity,
each regulator, container valve, excess flow valve, gauging device and
relief valve installed on or at the container, and vaporizer units shall have
its correctness as to design, construction, and performance determined by:
(1) Testing and listing by Underwriters' Laboratories, Inc., or,
(2) Testing and listing by a nationally recognized testing laboratory,
or,
(1) The enforcing authority having jurisdiction.
B.3. Requirement for Construction and Original Test of Containers.
(a) Containers used with systems embodied in Divisions II, III, and
I V (except as provided in 4.2.), shall be constructed and tested in ac-
cordance with the Unfired Pressure Vessel Code of the American Society
of Mechanical Engincers, except that construction under Paragraph U-70
is not authorized; or in accordance with the A.P.I.-A.S.M.E. Code; or in
accordance with the rules of the authority under which the containers
are installed, provided such rules are in substantial conformity with the
rules of the A.S.M.E. Code or the A.P.I.-A.S.M.E. Code, except that com-
pliance with the following shall not be required; Paragraph U-2 to U-10
inclusive and U-19 of the aforesaid A.S.M.E. Code; Paragraph W-601
to W-606 inclusive and Section I and appendix to Section I of the afore-
said A.P.I.-A.S.M.E. Code.
(h) Containers used with systems embodied in Division "I and Par.
4.2 of Division IV only shall be constructed and tested and stamped
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